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Bedienungsanleitung

ACUS SOUND ENGINEERING SRL

Via Cupa Madonna di Varano, 8 - 62019 Recanati (MC) - Italy
Tel. +39 071 9793109

www.acus-sound.it  -  info@acus-sound.it

MADE IN ITALY

is a product entirely
designed and produced in Italy

by

Frequency Response:  50Hz - 20kHz
Max Power Out:   40W
System Format:   2 way Amp
Woofer Power:   30W
Tweeter Power:   10W
Construction:   Brich Plywood Cabinet
Weight:    7 kg
Dimensions (WxHxD)  253x305x280 mm

Bluetooth name and logo are properties of their respective owners.
Makita name is the propertie of the respective owner.

All brand name and trademarks are properties of their respective owners.

1. Read these instructions.
2. Keep these instructions.
3. Heed all warnings.
4. Follow all instructions.
5. Do not use this apparatus near water.
6. Clean only with dry cloth.
7. Do not block any ventilation openings.
8. Do not install near any heat sources as radiator, heat registers, stoves 

or other apparatus (including amplifiers)) that produce heat.
9. Only use attachments/accessories specified by the manufacturer.

10. Use only with the cart, stand, tripod, braket or table 
specified by the manufacturer, or sold with the 

apparatus. When a cart is used, use caution when 
moving the cart/apparatus combination to avoid 
injury from tip-over.

11. Refer all servicing to qualified personnel. Servicing 
is required when the apparatus has been damaged in 

any way, such as power-supply cordor plug is damaged, liquid has 
been spilled or objects have fallen into the apparatus, the apparatus 
has been exposed to rain or moisture, does not operate normally, or 
has been dropped.

12. Do not cover the dissipation heat sink. Leave space around the 
amplifier to ensure a good ventilation.

13. The apparatus shall not be exposed to dripping or spashing and no 
objects filled with liquids, such as vases, shall be placed on the 
apparatus.

14. No naked flame sources, such as lighted candles,should be placed 
on theapparatus.

15. Remove the battery during transportation.

N.B. 
For more information you can download the complete 
manual from the company web site.

LIGHT LIVE LASTING 7
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1) Die vorliegenden Anweisungen lesen.

2) Die vorliegenden Anweisungen aufbewahren.

3) Alle Hinweise beachten.

4) Alle Anweisungen befolgen.

5) Das Gerät nicht in Wassernähe benutzen.

6) Das Gerät nur mit einem trockenen Tuch reinigen.

7) Keine Lüftungsöffnungen versperren, das Gerät nach den Anleitungen des Herstellers in Betrieb 
nehmen.

8) Das Gerät nicht in der nähe von Wärmequellen wie Heizkörpern, Öfen oder anderen Geräten  
(einschließlich Verstärker), die Wärme erzeugen, aufstellen.

9) Den Sicherheitsschutz eines Steckers mit Schutzkontakt nicht deaktivieren. 
Ein Stecker mit Schutzkontakt besitzt zwei Kontakte plus einen dritten Kontakt für die Erdung.  
Dieser dritte Kontakt dient Ihrer Sicherheit! Wenn der mit dem Gerät gelieferte Stecker nicht in Ihre 
Stromsteckdose passt, rufen Sie bitte einen Elektriker, um die veraltete Steckdose auszuwechseln.

10) Installieren Sie das Gerät so, dass der Netzstecker und der Gerätestecker immer leicht bedienbar 
sind. Vermeiden Sie dass das Stromkabel nicht offen am Boden liegt und Personen darüber gehen, 
oder das Kabel eingeklemmt wird.

11) Verwenden Sie nur angegebene Zubehörteile und Vorrichtungen vom Hersteller.

12) Trennen Sie das Gerät bei Gewitter vom Stromnetz bzw. auch wenn es längere Zeit nicht  
verwendet wird.

13) Wenden Sie sich bei Problemen immer an den technischen Kundendienst. 
fordern Sie dort Hilfe an wenn:
Das Gerät beschädigt ist oder flüssigkeit in das Gerät eingedrungen ist.
Das Gerät regen oder übermäßiger feuchtigkeit ausgesetzt war.
Das Gerät nicht normal funktioniert oder heruntergefallen ist.

WICHtIGe sICHerHeItsAnWeIsUnGen

ACHtUnG !

Das Symbol mit einem Blitz in
einem gleichschenkeligen Dreieck
warnt den Benutzer vor einer
gefährlichen Hochspannung ohne
elektrische Isolierung. Im inneren
des Gehäuses kann die Spannung
hoch genug sein um einen tödlichen
Stromschlag zu verursachen.

Das Symbol mit einem Ausrufezeichen in 
einem gleichschenkeligen Dreieck weist 
den Benutzer auf wichtige Anweisungen 
zur Benutzung und Wartung des Gerätes 
hin. Achtung! Um die Gefahr eines Brandes 
oder eines Stromschlages zu vermeiden 
sollten Sie das Gerät keiner feuchtigkeit 
oder Spritzwasser aussetzen.
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                        is not equipped with an inner power supply system. 
Is possible to power it with 2 types of source:

1. Battery (not included): insert the battery in the dedicated sled.
2. External Power Supply (included): connect the power supply to the 

relative connector.

COMPATIBILITY:
ACUS Sound Engineering SRL suggest the use of MAKITA 18V- 3 or 5 Ah.

BATTERY POWERING:
The system has 4 operative status:
1. Battery Full: Battery Status LED (9) is OFF
2. Slightly Discharged Battery Status: Battery Status LED (9)starts to 

flash. In this status the LED ON Time is about 1/3 of LED Time OFF.
3. Very Low Battery Status: Battery Status LED (9) ON Time isthe same 

of Time ON.
4. Completely Discharged Battery Status: Battery Status LED (9) if 

always ON and the system stops to work. In this status is necessary 
to replace the battery with another one full.

WARNING:
1. Is important to recharge the battery as soon as possible.
2. Avoiding to let the ON/OFF Switch (14) when the system isnot used 

because the system continue to absorb energy.
3. Avoid to let a totally discharged battery inserted because the system 

adsorbs a very little quantity of energy even with the ON/OFF Switch 
in the OFF position, and this fact (for a long time) will put the battery 
in a very low discharged status, reducing the battery life.

EXTERNAL POWER SUPPLY POWERING.
The system works always in "Battery Full" status, so Battery Status
LED (9) is always OFF.

WARNING:
Is no possible to recharge a battery with the amplifier power supply.

1.  Make sure that the amplifier is powered off and connect the ACUS Artesia BT-1 
Bluetooth Receiver to mini-USB AUX IN connector.

2.  Turn the amplifier on. The ACUS Artesia BT-1 Bluetooth Receiver blue LED 
indicator lamp should flash quickly. This lasts for about 5 seconds. Then it will 
flash again every 7 seconds until it matches (or pair) successfully with another 
Bluetooth device.

3. After it has matched successfully, find ACUS Artesia BT-1 as an option on your 
Bluetooth Device's Settings and then select it to connect.

4. When the blue LED Indicator lamp on the ACUS Artesia BT-1 Bluetooth 
Receiver is ON steady with no flashing, then the two devices have been 
successfully connected.

12. AUX IN: section with 2 Inputs: a 3.5mm Jack and a mini-USB for Acus 
Artesia BT-1 device. Both inputs are controlled with AUX VOL (7) knob.

13. EXTERNAL POWER IN: connector for the External Power Supply ( Included).
14. ON/OFF: Power Switch for Turning-ON / OFF the system.
15. 18V BATTERY SLOT: slot connection for powering the system with the 

external battery (not included).

1.  MIC IN with 1kΩ of Impedance. You can connect any type of microphone on 
it, even Condenser Microphone (this input is equipped with a Phantom power, 
always Active).

2.  INSTRUMENT IN with 110kΩ of Impedance. You can connect any type of 
Instrument on it. This input doesn't exclude the MIC IN (1).

3.  GAIN / VOL: this knob permits to regulate the gain and the volume of the 
system (its range is from -∞ to +20dB). Moving this knob to the minimum 

     (0 position) puts the volume of the channel to 0. Moving it to the maximum 
     (10 position) put the signal level to +20dB.
4.  HIGH - MID - LOW: 3 band EQ with a dynamic from -15dB to +15dB.
5.  EFF: channel Effect Level. The system is equipped with a fixed length Reverb. 

With this knob is possible to regulate this Reverb Level for the channel
6.  MASTER VOL: Master Volume of the system.
7.  AUX VOL: AUX IN (12) Inputs Volume.
8.  Power: LED for indicating if the system is ON (Led ON) or OFF.
9.  Battery status: LED for indicating the External Battery Status.
10.-10dB: pushing this switch will reduce the DIRECT OUT (11) signal level of 

10dB. This attenuation condition is indicated with a LED.
11. DIREC OUT: balanced output for connecting the system with an External System.

ACUS Artesia BT-1

1. 3.5 mm Right-Angle Stereo Plug: 
    connect to AUX IN Input. 
2. 3-Pole XLR Female Connector: 
    connect to DIRECT OUT output.
3. 3.5 mm TRRS Jack Connector: connect to 

recording /reproduction device used for your Live 
Streaming with a 3.5mm TRRS Plug to Plug cable 

    (not included).

Suggestions: for obtaining better configuration is very 
important to have a moderate volume to the amplifier DIRECT OUT output.
If the amplifier is equipped with the attenuation switch (labeled with -10dB) 
push this switch for a very easy and fast signal level matching.
If the amplifier is not equipped with this switch, for best configuration please 
reduce all channel volume more than half and then regulate the amplifier 
master volume for obtaining the right sound to the speaker.

ACUS Artesia LS-1  - TRRS ADAPTER for your live streaming 
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Oneforstreet 5  ist nicht mit einer internen Stromversorgung ausgestattet.
Es gibt 2 Arten von Stromquellen:
1. Die Batterie (nicht im Lieferumfang enthalten):  
 Legen Sie die Batterie in das spezielle Fach ein.
2.  Die Externe Stromversorgung (im Lieferumfang enthalten):  
 Schliessen Sie die Stromversorgung an das Stromnetz an.

KOmPAtIBILItÄt:
ACUS Sound Engineering SrL schlägt die Verwendung von MAKITA 18V-3 oder 5 Ah vor.

AKKUZUstAnDs-AnZeIGe:
Das System hat 4 Betriebszustände:
1.  Die Batterie ist voll: Batteriestatus-LED (9) ist OFF
2.  Leicht entladener Batteriestatus: Batteriestatus-LED (9) beginnt zu blinken.  
 In diesem Zustand beträgt die LED ON Time etwa 1/3 der LED Time OFF.
3.  Sehr niedriger Batteriestatus: Batteriestatus LED (9) ON - die Zeit ist dieselbe
 der Zeit ON.
4.  Vollständig entladene Batterie: Batteriestatus LED (9) wenn
 immer EIN. Ersetzen Sie die Batterie durch eine vollaufgeladene. 

WArnUnG:
1.  Es ist wichtig, den Akku so schnell wie möglich aufzuladen.
2.  Vermeiden Sie es, den EIN/AUS-Schalter (14) zu drücken, wenn das System nicht verwendet wird,
 weil das System weiterhin Energie aufnimmt.
3.  Vermeiden Sie es, eine völlig entladene Batterie einzusetzen, weil das System absorbiert sehr wenig  
 Energie, auch mit dem EIN/AUS-Schalter in der OFF-Position.  
 Bei einem sehr niedrigen Entladungszustand wird die Akkulebensdauer verringert.

eXterne strOmversOrGUnG:
Das System arbeitet immer im Status „Batterie voll“, also Batteriestatus LED (9) ist immer AUS.

ACHtUnG:
Es ist nicht möglich, einen Akku mit dem Verstärker Netzteil aufzuladen!
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OBerer ABsCHnItt 

rüCKseIte

1.  mIC In (1kΩ Impedanz): Sie können jedes Mikrofon anschließen, auch Kondensatormikrofone 
 (dieser Eingang ist mit einer permanent Phantomspeisung ausgestattet).
2.  InstrUment In (110kΩ Impedanz): Sie können jedes Instrument anschließen. 
 Dieser Eingang schaltet den MIC IN (1) nicht ab.
3.  GAIn / vOL: Mit diesem regler können Sie die Verstärkung und die Lautstärke einstellen
 (der Bereich reicht von - bis +20dB). Bewegen Sie diesen Knopf auf das Minimum (0 Position)  
 so setzt die Lautstärke des Kanals auf 0. Verschieben Sie es auf das Maximum (10 Positionen)  
 setzen Sie den Signalpegel auf +20dB.
4.  HIGH - mID - LOW: 3-Band-EQ mit einer Dynamik von -15 dB bis +15 dB. 
5.  eFF: Kanaleffektpegel. Das System ist mit einem Reverb mit voreingestellter Halldauer ausgestattet.
 Mit diesem regler ist es möglich diesen reverb Level für den Kanal zu regulieren
6.  mAster vOL: Hauptlautstärke des Systems.
7.  AUX vOL: AUX IN (12) Volumen des AUX-Eingangs
8.  Power: LED zur Anzeige, ob das System EIN (LED EIN) oder AUS ist.
9.  Batteriestatus: LED zur Anzeige des externen Akku-Batteriestandes.
10. -10dB: Durch Drücken dieses Schalters wird der DIRECT OUT (11) - Signalpegel auf 10dB reduziert.  
 Dieser Zustand wird mit einer LED angezeigt.
11. DIreCt OUt: Symmetrischer Ausgang zum Verbinden des Verstärkers mit einem externen System. 
 (Mischpult, Aktivlautsprecher)

12.  AUX In: Sektion mit 2 Eingängen:  
 ein 3,5-mm-Klinkenstecker und ein  
 Mini-USB für Acus Artesia BT-1-Gerät.  
 Beide Eingänge werden mit dem  
 AUX VOL (7) - Knopf gesteuert.
13.  eXternAL POWer In:  
 Anschluss für das externe Netzteil  
 (im Lieferumfang enthalten).
14.  On/OFF: Netzschalter zum  
 Ein- und Ausschalten des Verstärkers.
15.  18v BAtterY sLOt:  
 Steckplatz zur Stromversorgung des  
 Systems mit dem externen Akku  
 (nicht im Lieferumfang enthalten). 
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ACUS Artesia LS-1  - TRRS ADAPTER for your live streaming 
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master volume for obtaining the right sound to the speaker.
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                        is not equipped with an inner power supply system. 
Is possible to power it with 2 types of source:

1. Battery (not included): insert the battery in the dedicated sled.
2. External Power Supply (included): connect the power supply to the 

relative connector.

COMPATIBILITY:
ACUS Sound Engineering SRL suggest the use of MAKITA 18V- 3 or 5 Ah.

BATTERY POWERING:
The system has 4 operative status:
1. Battery Full: Battery Status LED (9) is OFF
2. Slightly Discharged Battery Status: Battery Status LED (9)starts to 

flash. In this status the LED ON Time is about 1/3 of LED Time OFF.
3. Very Low Battery Status: Battery Status LED (9) ON Time isthe same 

of Time ON.
4. Completely Discharged Battery Status: Battery Status LED (9) if 

always ON and the system stops to work. In this status is necessary 
to replace the battery with another one full.

WARNING:
1. Is important to recharge the battery as soon as possible.
2. Avoiding to let the ON/OFF Switch (14) when the system isnot used 

because the system continue to absorb energy.
3. Avoid to let a totally discharged battery inserted because the system 

adsorbs a very little quantity of energy even with the ON/OFF Switch 
in the OFF position, and this fact (for a long time) will put the battery 
in a very low discharged status, reducing the battery life.

EXTERNAL POWER SUPPLY POWERING.
The system works always in "Battery Full" status, so Battery Status
LED (9) is always OFF.

WARNING:
Is no possible to recharge a battery with the amplifier power supply.

1.  Make sure that the amplifier is powered off and connect the ACUS Artesia BT-1 
Bluetooth Receiver to mini-USB AUX IN connector.

2.  Turn the amplifier on. The ACUS Artesia BT-1 Bluetooth Receiver blue LED 
indicator lamp should flash quickly. This lasts for about 5 seconds. Then it will 
flash again every 7 seconds until it matches (or pair) successfully with another 
Bluetooth device.

3. After it has matched successfully, find ACUS Artesia BT-1 as an option on your 
Bluetooth Device's Settings and then select it to connect.

4. When the blue LED Indicator lamp on the ACUS Artesia BT-1 Bluetooth 
Receiver is ON steady with no flashing, then the two devices have been 
successfully connected.

12. AUX IN: section with 2 Inputs: a 3.5mm Jack and a mini-USB for Acus 
Artesia BT-1 device. Both inputs are controlled with AUX VOL (7) knob.

13. EXTERNAL POWER IN: connector for the External Power Supply ( Included).
14. ON/OFF: Power Switch for Turning-ON / OFF the system.
15. 18V BATTERY SLOT: slot connection for powering the system with the 

external battery (not included).

1.  MIC IN with 1kΩ of Impedance. You can connect any type of microphone on 
it, even Condenser Microphone (this input is equipped with a Phantom power, 
always Active).

2.  INSTRUMENT IN with 110kΩ of Impedance. You can connect any type of 
Instrument on it. This input doesn't exclude the MIC IN (1).

3.  GAIN / VOL: this knob permits to regulate the gain and the volume of the 
system (its range is from -∞ to +20dB). Moving this knob to the minimum 

     (0 position) puts the volume of the channel to 0. Moving it to the maximum 
     (10 position) put the signal level to +20dB.
4.  HIGH - MID - LOW: 3 band EQ with a dynamic from -15dB to +15dB.
5.  EFF: channel Effect Level. The system is equipped with a fixed length Reverb. 

With this knob is possible to regulate this Reverb Level for the channel
6.  MASTER VOL: Master Volume of the system.
7.  AUX VOL: AUX IN (12) Inputs Volume.
8.  Power: LED for indicating if the system is ON (Led ON) or OFF.
9.  Battery status: LED for indicating the External Battery Status.
10.-10dB: pushing this switch will reduce the DIRECT OUT (11) signal level of 

10dB. This attenuation condition is indicated with a LED.
11. DIREC OUT: balanced output for connecting the system with an External System.

ACUS Artesia BT-1

1. 3.5 mm Right-Angle Stereo Plug: 
    connect to AUX IN Input. 
2. 3-Pole XLR Female Connector: 
    connect to DIRECT OUT output.
3. 3.5 mm TRRS Jack Connector: connect to 

recording /reproduction device used for your Live 
Streaming with a 3.5mm TRRS Plug to Plug cable 

    (not included).

Suggestions: for obtaining better configuration is very 
important to have a moderate volume to the amplifier DIRECT OUT output.
If the amplifier is equipped with the attenuation switch (labeled with -10dB) 
push this switch for a very easy and fast signal level matching.
If the amplifier is not equipped with this switch, for best configuration please 
reduce all channel volume more than half and then regulate the amplifier 
master volume for obtaining the right sound to the speaker.
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                        is not equipped with an inner power supply system. 
Is possible to power it with 2 types of source:

1. Battery (not included): insert the battery in the dedicated sled.
2. External Power Supply (included): connect the power supply to the 

relative connector.

COMPATIBILITY:
ACUS Sound Engineering SRL suggest the use of MAKITA 18V- 3 or 5 Ah.

BATTERY POWERING:
The system has 4 operative status:
1. Battery Full: Battery Status LED (9) is OFF
2. Slightly Discharged Battery Status: Battery Status LED (9)starts to 

flash. In this status the LED ON Time is about 1/3 of LED Time OFF.
3. Very Low Battery Status: Battery Status LED (9) ON Time isthe same 

of Time ON.
4. Completely Discharged Battery Status: Battery Status LED (9) if 

always ON and the system stops to work. In this status is necessary 
to replace the battery with another one full.

WARNING:
1. Is important to recharge the battery as soon as possible.
2. Avoiding to let the ON/OFF Switch (14) when the system isnot used 

because the system continue to absorb energy.
3. Avoid to let a totally discharged battery inserted because the system 

adsorbs a very little quantity of energy even with the ON/OFF Switch 
in the OFF position, and this fact (for a long time) will put the battery 
in a very low discharged status, reducing the battery life.

EXTERNAL POWER SUPPLY POWERING.
The system works always in "Battery Full" status, so Battery Status
LED (9) is always OFF.

WARNING:
Is no possible to recharge a battery with the amplifier power supply.

1.  Make sure that the amplifier is powered off and connect the ACUS Artesia BT-1 
Bluetooth Receiver to mini-USB AUX IN connector.

2.  Turn the amplifier on. The ACUS Artesia BT-1 Bluetooth Receiver blue LED 
indicator lamp should flash quickly. This lasts for about 5 seconds. Then it will 
flash again every 7 seconds until it matches (or pair) successfully with another 
Bluetooth device.

3. After it has matched successfully, find ACUS Artesia BT-1 as an option on your 
Bluetooth Device's Settings and then select it to connect.

4. When the blue LED Indicator lamp on the ACUS Artesia BT-1 Bluetooth 
Receiver is ON steady with no flashing, then the two devices have been 
successfully connected.

12. AUX IN: section with 2 Inputs: a 3.5mm Jack and a mini-USB for Acus 
Artesia BT-1 device. Both inputs are controlled with AUX VOL (7) knob.

13. EXTERNAL POWER IN: connector for the External Power Supply ( Included).
14. ON/OFF: Power Switch for Turning-ON / OFF the system.
15. 18V BATTERY SLOT: slot connection for powering the system with the 

external battery (not included).

1.  MIC IN with 1kΩ of Impedance. You can connect any type of microphone on 
it, even Condenser Microphone (this input is equipped with a Phantom power, 
always Active).

2.  INSTRUMENT IN with 110kΩ of Impedance. You can connect any type of 
Instrument on it. This input doesn't exclude the MIC IN (1).

3.  GAIN / VOL: this knob permits to regulate the gain and the volume of the 
system (its range is from -∞ to +20dB). Moving this knob to the minimum 

     (0 position) puts the volume of the channel to 0. Moving it to the maximum 
     (10 position) put the signal level to +20dB.
4.  HIGH - MID - LOW: 3 band EQ with a dynamic from -15dB to +15dB.
5.  EFF: channel Effect Level. The system is equipped with a fixed length Reverb. 

With this knob is possible to regulate this Reverb Level for the channel
6.  MASTER VOL: Master Volume of the system.
7.  AUX VOL: AUX IN (12) Inputs Volume.
8.  Power: LED for indicating if the system is ON (Led ON) or OFF.
9.  Battery status: LED for indicating the External Battery Status.
10.-10dB: pushing this switch will reduce the DIRECT OUT (11) signal level of 

10dB. This attenuation condition is indicated with a LED.
11. DIREC OUT: balanced output for connecting the system with an External System.

ACUS Artesia BT-1

1. 3.5 mm Right-Angle Stereo Plug: 
    connect to AUX IN Input. 
2. 3-Pole XLR Female Connector: 
    connect to DIRECT OUT output.
3. 3.5 mm TRRS Jack Connector: connect to 

recording /reproduction device used for your Live 
Streaming with a 3.5mm TRRS Plug to Plug cable 

    (not included).

Suggestions: for obtaining better configuration is very 
important to have a moderate volume to the amplifier DIRECT OUT output.
If the amplifier is equipped with the attenuation switch (labeled with -10dB) 
push this switch for a very easy and fast signal level matching.
If the amplifier is not equipped with this switch, for best configuration please 
reduce all channel volume more than half and then regulate the amplifier 
master volume for obtaining the right sound to the speaker.
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PAssenDes ZUBeHör

1.  Stellen Sie sicher, dass der Verstärker ausgeschaltet ist. Stecken Sie den ACUS Artesia BT-1 
 Bluetooth-Empfänger an den Mini-USB-AUX-IN-Anschluss an.
2.  Schalten Sie den Verstärker ein. Der ACUS Artesia BT-1 Bluetooth-Empfänger (blaue LED Kontrollleuchte)  
 sollte schnell blinken. Dies dauert etwa 5 Sekunden. Dann wird es alle 7 Sekunden erneut blinken, bis das  
 Gerät erfolgreich mit einem anderen Bluetooth-Gerät gekoppelt ist.
3.  Nach erfolgreicher Kopplung finden Sie ACUS Artesia BT-1 als Auswahl-Option in Ihren Einstellungen des  
 Bluetooth-Geräts. 
4.  Wenn die blaue LED-Anzeigelampe am ACUS Artesia BT-1 Bluetooth dauerhaft leuchtet, ohne zu blinken,  
 wurden die beiden Geräte erfolgreich verbunden. 

ACUs Artesia Bt-1

ACUs Artesia Ls-1

TRRS ADAPTER für Ihr 
Live-Streaming

                        is not equipped with an inner power supply system. 
Is possible to power it with 2 types of source:

1. Battery (not included): insert the battery in the dedicated sled.
2. External Power Supply (included): connect the power supply to the 

relative connector.

COMPATIBILITY:
ACUS Sound Engineering SRL suggest the use of MAKITA 18V- 3 or 5 Ah.

BATTERY POWERING:
The system has 4 operative status:
1. Battery Full: Battery Status LED (9) is OFF
2. Slightly Discharged Battery Status: Battery Status LED (9)starts to 

flash. In this status the LED ON Time is about 1/3 of LED Time OFF.
3. Very Low Battery Status: Battery Status LED (9) ON Time isthe same 

of Time ON.
4. Completely Discharged Battery Status: Battery Status LED (9) if 

always ON and the system stops to work. In this status is necessary 
to replace the battery with another one full.

WARNING:
1. Is important to recharge the battery as soon as possible.
2. Avoiding to let the ON/OFF Switch (14) when the system isnot used 

because the system continue to absorb energy.
3. Avoid to let a totally discharged battery inserted because the system 

adsorbs a very little quantity of energy even with the ON/OFF Switch 
in the OFF position, and this fact (for a long time) will put the battery 
in a very low discharged status, reducing the battery life.

EXTERNAL POWER SUPPLY POWERING.
The system works always in "Battery Full" status, so Battery Status
LED (9) is always OFF.

WARNING:
Is no possible to recharge a battery with the amplifier power supply.

1.  Make sure that the amplifier is powered off and connect the ACUS Artesia BT-1 
Bluetooth Receiver to mini-USB AUX IN connector.

2.  Turn the amplifier on. The ACUS Artesia BT-1 Bluetooth Receiver blue LED 
indicator lamp should flash quickly. This lasts for about 5 seconds. Then it will 
flash again every 7 seconds until it matches (or pair) successfully with another 
Bluetooth device.

3. After it has matched successfully, find ACUS Artesia BT-1 as an option on your 
Bluetooth Device's Settings and then select it to connect.

4. When the blue LED Indicator lamp on the ACUS Artesia BT-1 Bluetooth 
Receiver is ON steady with no flashing, then the two devices have been 
successfully connected.

12. AUX IN: section with 2 Inputs: a 3.5mm Jack and a mini-USB for Acus 
Artesia BT-1 device. Both inputs are controlled with AUX VOL (7) knob.

13. EXTERNAL POWER IN: connector for the External Power Supply ( Included).
14. ON/OFF: Power Switch for Turning-ON / OFF the system.
15. 18V BATTERY SLOT: slot connection for powering the system with the 

external battery (not included).

1.  MIC IN with 1kΩ of Impedance. You can connect any type of microphone on 
it, even Condenser Microphone (this input is equipped with a Phantom power, 
always Active).

2.  INSTRUMENT IN with 110kΩ of Impedance. You can connect any type of 
Instrument on it. This input doesn't exclude the MIC IN (1).

3.  GAIN / VOL: this knob permits to regulate the gain and the volume of the 
system (its range is from -∞ to +20dB). Moving this knob to the minimum 

     (0 position) puts the volume of the channel to 0. Moving it to the maximum 
     (10 position) put the signal level to +20dB.
4.  HIGH - MID - LOW: 3 band EQ with a dynamic from -15dB to +15dB.
5.  EFF: channel Effect Level. The system is equipped with a fixed length Reverb. 

With this knob is possible to regulate this Reverb Level for the channel
6.  MASTER VOL: Master Volume of the system.
7.  AUX VOL: AUX IN (12) Inputs Volume.
8.  Power: LED for indicating if the system is ON (Led ON) or OFF.
9.  Battery status: LED for indicating the External Battery Status.
10.-10dB: pushing this switch will reduce the DIRECT OUT (11) signal level of 

10dB. This attenuation condition is indicated with a LED.
11. DIREC OUT: balanced output for connecting the system with an External System.

ACUS Artesia BT-1

1. 3.5 mm Right-Angle Stereo Plug: 
    connect to AUX IN Input. 
2. 3-Pole XLR Female Connector: 
    connect to DIRECT OUT output.
3. 3.5 mm TRRS Jack Connector: connect to 

recording /reproduction device used for your Live 
Streaming with a 3.5mm TRRS Plug to Plug cable 

    (not included).

Suggestions: for obtaining better configuration is very 
important to have a moderate volume to the amplifier DIRECT OUT output.
If the amplifier is equipped with the attenuation switch (labeled with -10dB) 
push this switch for a very easy and fast signal level matching.
If the amplifier is not equipped with this switch, for best configuration please 
reduce all channel volume more than half and then regulate the amplifier 
master volume for obtaining the right sound to the speaker.
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1.  3,5 mm Winkel stereostecker:  
 an den AUX IN-Eingang anschließen.
2.  3-polige XLr-Buchse:  
 an den DIrECT oUT-Ausgang anschließen.
3.  3,5-mm-trrs-Klinkenanschluss:  
 Verbinden mit Aufnahme-/Wiedergabegerät für Ihr Live Streaming  
 mit einem 3,5-mm-TRRS-Plug-to-Plug-Kabel (nicht enthalten). 

vorschläge: für eine bessere Konfiguration ist es sehr wichtig, eine moderate Lautstärke am  
DIrECT oUT - Ausgang des Verstärkers einzustellen.
Wenn der Verstärker mit dem Dämpfungsschalter ausgestattet ist (mit -10dB gekennzeichnet),  
drücken Sie diesen Schalter für eine sehr einfache und schnelle Signalpegelanpassung.
Wenn der Verstärker nicht mit diesem Schalter ausgestattet ist, reduziere alle Kanäle für die  
optimalen Konfiguration um mehr als die Hälfte und dann regeln Sie die Verstärker Master-Lautstärke,  
um den richtigen Pegel für den Lautsprecher zu erhalten. 
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teCHnIsCHe DAten

frequenzbereich: 50Hz bis 20kHz
Verstärkerteil: 2 Wege biamping
Kanäle: 2 +  AUX IN
Max Power out: 40 Watt 
Power Woofer: 30 Watt
Power Hochtöner: 10 Watt
Schalldruck 1W/1m: 85 dB
SPL Max: 100 dB
frequenzweiche: elektronisch gesteuert
Basslautsprecher: 5“
HF-Lautsprechener: Kalottenhochtöner
Gehäuse/Material: Mehrschicht-Leimholz
Gewicht: 7 kg
Abmessungen: H:30,5cm, B:25,3cm, T:28cm
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Wollen Sie Ihr Gerät entsorgen, bringen Sie es zur Sammel-
stelle Ihres kommunalen Entsorgungsträgers (zB. Wertstoffhof).  
Nach dem Elektro- und Elektronikgerätegesetz sind Besitzer von Alt-
geräten gesetzlich verpflichtet, alte Elektro- und Elektronikgeräte einer 
getrennten Abfallerfassung zuzuführen.
Das Symbol bedeutet, dass Sie Ihr Gerät auf keinen Fall in den Haus-
müll werfen dürfen! Verpackungsmaterialien entsorgen Sie entspre-
chend der lokalen Vorschriften.

ERA-Nr.: 51356
WEEE-Reg.-Nr.: DE7443120

entsOrGUnG

Garantiezeit: 2 Jahre Bring-In Garantie

Die Garantiezeit beginnt mit dem Kauf des ACUS-Produkts von einem autorisierten ACUS-Part-
nerhändler. Maßgeblich ist das Verkaufsdatum auf dem vom autorisierten ACUS- Partnerhändler 
ausgestellten Verkaufsbeleg.

Garantieleistungen hemmen weder den Ablauf der Garantiezeit noch bewirken sie den Neubeginn 
der Garantiezeit.

Für die Einhaltung der Garantiebestimmungen und die Serviceabwicklung von Acus-Produkten 
zeichnet sich in Deutschland und Österreich die GVI Vertriebs-GmbH &Co.KG verantwortlich.

Während dieser Zeit reparieren die autorisierten  Acus -Servicehändler oder der Vertrieb (Gvi-Ver-
triebssystem) fabrikationsbedingte Mängel kostenlos in Bezug auf Arbeit und Material.

Die Garantieverpflichtung der Gvi Vertriebs-GmbH&Co.KG gilt nur unter dem Vorbehalt, dass die 
eventuelle Reparatur ausschließlich durch die autorisierten Fachhändler oder Servicepartner 
durchgeführt wird. Der Garantieanspruch erlischt, wenn das Gerät durch Eingriffe unberechtigter 
Personen beschädigt, umgebaut oder demontiert wird. Bei Fehlen eines Garantienachweises (Ori-
ginal Kaufbeleg) erlischt jeder Garantieanspruch.

Von der Garantie ausgeschlossen sind Geräte deren Defekt durch unsachgemäße Handhabung 
entstanden ist oder die Seriennummer entfernt worden ist.

GArAntIeBestImmUnGen



www.acus-sound.com

GvI vertriebs- Ges.mbH. & Co. KG 

Werndlstraße 6, A-4240 Freistadt
Tel.: +43 / (0)7942 / 75 0 70
Fax.: +43 / (0)7942 / 75 0 80

Internet: www.gvi.at 
E-Mail: office@gvi.at

ACUs sOUnD enGIneerInG srL
Via Cupa Madonna di Varano, 8 - 62019 Recanati (MC) - Italy

Tel. +39 071 9793109
www.acus-sound.it - info@acus-sound.it

Bluetooth-Name und Logo sind Eigentum ihrer jeweiligen Besitzer. Der Name Makita ist Eigentum der jeweiligen Eigentümer.
Alle Markennamen und Warenzeichen sind Eigentum ihrer jeweiligen Inhaber.
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